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PITCH PERFECT 
A quick way to determine which profile best suits the roof pitch you are working with.

Weight Roof Spans (mm)

Profile Pitch Gauge Cover (mm) Rib Height Maximum 
Continuous Length

l/m m2 Internal End

Revklip 700 1 0.42 700 42 Up to 60m^ 3.25 4.64 2100 1700

Revklip 700 1 0.48 700 42 Up to 60m^ 3.69 5.27 3000 2550

Maxline 340 1 0.6 340 50 24m 2.36 6.94 1500 1100

EuroPlus Standing Seam 2 0.80 265 38 6m 0.87 3.30 recommend plywood substrate

EuroPlus Standing Seam 2 0.70 265 38 6m 2.24 6.39 recommend plywood substrate

Rev 5 2 0.42 760 27 24m 3.25 4.28 2000 1600

Rev 5 2 0.48 760 27 24m 3.69 4.86 2750 2000

Rev 5 Plus 2 0.42 760 36 24m 3.41 4.49 2350 1750

Rev 5 Plus 2 0.48 760 36 24m 3.89 5.12 2900 2000

True Oak Super 5" 2 0.48 735 35 24m 3.89 5.29 3000 2100

True Oak Deep 21mm 3 0.42 760 21 24m 3.41 4.49 1500 1350

True Oak Deep 21mm 3 0.48 760 21 24m 3.89 5.12 2000 1700

RevSpan 700 3 0.42 700 24 24m 3.25 4.64 2350 1750

RevSpan 700 3 0.48 700 24 24m 3.69 5.27 2950 2250

Corrugated 16mm 5 0.42 760 16 24m 3.25 4.28 1200 900

Corrugated 16mm 5 0.48 760 16 24m 3.69 4.86 1800 1300

EuroPlus Snap Lock 7.5 0.55 265 38 8m 1.81 6.84 recommend plywood substrate

EuroPlus Nail Strip 7.5 0.55 265 38 8m 1.81 6.84 recommend plywood substrate

^ Revklip continuous sheets rolled on site.

Aluminium.

Weathering Steel.


