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Revolution Roofing 
continue to offer the 
widest range of profiles, 
finishes, and products 
to the market. The 
additional strength of 
True Oak Deep Superior 
Corrugated and the 
uncompromising 0.48 
BMT Commercial Grade 
thickness ensures your 
acoustic lining will be 
the most robust on  
the market. 

FIXING DETAILS

PERFORATED PATTERNS

revolutionroofing.com.au

Regency Park HQ 
5-17 Taminga St  
Regency Park  
SA 5010  
P 08 8352 0911

Southern Branch 
14 Bredbo St  
Lonsdale  
SA 5160 
P 08 8186 0545

Plympton Sales &  
Display Centre  
576 Marion Rd (cnr Bray St) 
Plympton SA 5038 
P 08 8352 0990

Osborne Park 
55b Hector St 
Osborne Park 
WA 6017 
P 08 9217 9011

Hallam 
42 Sarah St
Campbellfield  
VIC 3061
P 03 8580 1911

MAXIMUM INTERNAL SPAN (MM)

Available Profiles Ceiling (internal 
application)

Soffit (external 
application) Wall Cladding

True Oak Deep 21mm 1200 900 1500

Corrugated 16mm 900 750 1200

Revspan 700 1200 900 1500

EuroPlus Interlocking Panel 600 600 600

True Oak Mid 10mm 900 750 900

Profiles to be valley fixed using standard fastener patterns.

If necessary a rivet or stitching screw can be used on the overlap. This should not  
be required based on the above spans however if there is deflection because of the  
structure being out of square a rivet or stitching screw will help to alleviate any gaps  
on the overlap. 

Revolution Roofing recommend a Black Scrim to be installed behind the True Oak 
Perforated Ceiling or Wall Sheet (e.g. CSR Bradford Black Regina or equivalent product). 

PERFORATED PATTERNS - STANDARD ITEMS

Production lead time 3 working days, projects over 400m2 require coil forward order notification

COLOUR GAUGE OPEN AREA HOLE SIZE PITCH PROFILES

Off White 0.48 11% 2.38 6.74 True Oak Deep 21mm, Corrugated 16mm, Revspan 700

RevZinc AM125 0.48 11% 2.38 6.74 True Oak Deep 21mm, Corrugated 16mm, Revspan 700

RevZinc AM125 0.55 46.89% 3.25 4.52 Interlocking Panel

Off White 0.60 11% 2.38 6.74 True Oak Mid 10mm

RevZinc AM125 0.60 11% 2.38 6.74 True Oak Mid 10mm

PERFORATED PATTERNS - SECONDARY ITEMS

Lead times and price are project specific, minimum 4-6 weeks for procurement of coil

COLOUR GAUGE OPEN AREA HOLE SIZE PITCH PROFILES

Any NexteelTM Colour 0.48 11% 2.38 6.74 True Oak Deep 21mm, Revspan 700

Off White 0.48 25% 3.25 6.14 True Oak Deep 21mm, Revspan 700

RevZinc AM125 0.48 25% 3.25 6.14 True Oak Deep 21mm, Revspan 700

Any NexteelTM Colour 0.55 46.89% 3.25 4.52 Interlocking Panel

Any NexteelTM Colour 0.60 11% 2.38 6.74 True Oak Mid        
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